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SHEAR KEY

1'-2"

1'-0"

4 SPA. @ 6"

3 EQUAL SPACES

4 SPA. @ 6"

EQUAL

4 H3 #4

12

1

12

1

 H1 #4 STIRR.

SECTION B

SECTION A

LONGITUDINAL DIMENSIONS ARE
NORMAL TO SKEW.

FOR CONCRETE PLACEMENT
PROCEDURE SEE "SUPERSTRUCTURE
CONSTRUCTION SEQEUNCE" SHEET.

EXTENDED STRANDS AND GIRDER
REINFORCING NOT SHOWN FOR
CLARITY.
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NOTES:

¢ EXTERIOR
  GIRDER

¢ INTERIOR
  GIRDER
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¢
 P
IE
R

H1 #4 STIRR.

 H4 #5

¢ EXTERIOR

  GIRDER

TRAFFIC BARRIER

2 H4 #5 (TYP.)

1½" x 7¼" CONTINUOUS
SHEAR KEY

½" PREMOLDED
JOINT FILLER (TYP.)

OAK BLOCK PLACED PARALLEL TO 
DIAPHRAGM, FULL WIDTH OF BOTTOM
FLANGE. REMOVE AFTER PLACING
TRAFFIC BARRIER (TYP.)

TOP OF PIER
CAP PARALLEL
TO GRADE

45° FILLET (TYP.)

 H1 #4 STIRRUP

 #9 HINGE BARS
(SEE BR. SHT.   )

CONSTRUCTION JOINT WITH
ROUGHENED SURFACE

TOP OF
P.C. GIRDER

DIMENSION "A" @ ¢ PIER
SEE "GIRDER SCHEDULE"
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HINGE BAR PLAN
Hinge bar plan is shown for designer. The actual hinge bars

detail shall be shown on the crossbeam details sheet.

END VIEW
HINGE DIAPHRAGM

ELEVATION

ELEVATION AT TOP
OF OAK BLOCK
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